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ENGLISH V1.6 
  
 

 

 
 

 
 
 

 
 

CODE:   LCD610OT         CODE:   LCD610OT-B 
 

OUT OF SERVICE

   

OUT OF SERVICE

 
 

KIT of fixed: 

Kit FL67x70-1, 2: Kit for flush mounting (1, 2 mm); 

Kit FL67x70-2: Kit for flush mounting (2 mm); 

Kit cornice VG002: Kit with normal frame; 

Kit cornice VG001: Kit with lowered frame. 
 

DISPLAY CUT OUT 

PROGRAMMABLE 
SERIAL DISPLAY LCD 
Floor display for each type of lift system 

Car display for lifts platforms 
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KIT cornice

VG002/VG005

CODES KIT OF FIXED

KIT cornice VG002: Kit with normal frame

KIT cornice VG005: Kit with normal gold frame

KIT FL67X70-1.2: Kit for flush mounting (1, 2 mm);

KIT FL67X70-2: Kit for flush mounting (2 mm)
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TECHNICAL DATA 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

Led’s diagnostic: 
SER: Slow blinking: the display receives the serial signals; 
          Fast blinking: 1) Serial Wiring incorrect or broken; 
                                 2) Serial disable from control board (consult the manual of control board). 

 
PROGRAMMING: 

 
 
 
 
 

 

 

 

 

 
 
 
 
 
 
 
 

SEL

ENT
LCD600 V.6

ADR

SER

01

Serial 

diagnostic

B GND

+Vi

P0P1

Not used

Not used

A

Not used

120 R

Jumper

(InsertàR120 enable)

 
VISIBLE AREA 50x54 mm 

BOARDS DIMENSION 83x81x15 mm 

FONT TYPE White on blue background 

MAIMUM POWER 1,2W 
POWER SUPPLY 12-24 VDC ± 10% 

CURRENT 40mA nominal current - 80mA Max 

VIEW DIRECTION 12 O’CLOCK 

LUMINOUS INTENSITY 300 cd/m2  (If=90mA) 

LIFETIME (BACKLIGHT ALWAYS ONàM1=0) 30000-50000 Hours 

 

Normal

M1
STAND-BY

ME

Programming
DEFAULT

6
0

SW2

SW1

ENT

SW1
x 5 sec

M21
5 ENT

ENTIt allows to choose the volume of the 

buzzer.

VOLUME 

ME

D
e

fa
u

lt
 V

a
lu

e

It allows to choose the time for the 

display’s backlight shutdown (minutes)

Selected shutdown’s time:

0=backlight always on;

1=1 minuts;

99=99 minuts

 

Selected of volume  buzzer:

0=OFF

15=Max volume  

SW1

M31 ENT
ENTNOT USED ME

Selected type of gong:

1,2,3 NOT USED

M4-- ENT ENT

1-Connect all position indicators to the 

ENCODER

2-Position car on the floor of the Display which 

needs to be directed

3-Verify that the characters/numbers/letters 

visualized are the desired ones

ME

SW1

ADDRESSING PROCEDURE

4-Press “select” for select “OK”
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120 OHM TERMINATION RESISTOR: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CASE 1

4th FLOOR

3rd FLOOR

2nd FLOOR

1st FLOORLCD600 V.6

ADR

SER

01120 R

ENT

SEL

LCD600 V.6

ADR

SER

01120 R

ENT

SEL

LCD600 V.6

ADR

SER

01120 R

ENT

SEL

LCD600 V.6

ADR

SER

01120 R

ENT

SEL

NOTE: The jumper is used to insert or remove the 120 Ohm termination resistor for  RS485 line !!

CASE 2

LCD600 V.6

ADR

SER

01120 R

ENT

SEL

LCD600 V.6

ADR

SER

01120 R

ENT

SEL

LCD600 V.6

ADR

SER

01120 R

ENT

SEL

LCD600 V.6

ADR

SER

01120 R

ENT

SEL

Jumper NOT 

INSERT: 

120 Ohm 

termination 

resistor inserted

Jumper INSERT: 

120 Ohm 

termination 

resistor inserted

Jumper NOT 

INSERT: 

120 Ohm 

termination 

resistor inserted

Jumper INSERT: 

120 Ohm 

termination 

resistor inserted

CONTROL

PANEL

CONTROL

PANEL
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DIMENSION DISPLAY: 
 

FORI FISSAGGIO

DISPLAY

11,5

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 


